414504K : J-8203K 14" VERTICAL BANDSAW 230V 3PH

Features and Benefits
* Cast iron frame
» Solid, one-piece steel base for extra stability
» Conveniently located on/off switch

, Exclusive Gear box design allows wood/metal model saws to be used for a wider variety of metal, wood,
non-ferrous metal and plastic cutting applications

» Miter gauge

Accessories
5782171 Rip Fence
5782181 Riser Block Assembly - Increases Height Under the Guide by 6"
5782722 Bandsaw Blade 3/8" x .025" x 92-1/2" x 14R- Carbon
5782723 Bandsaw Blade 3/8" x .025" x 92-1/2" x 10R- Carbon
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414504K: J-8203K 14"

Specification

Part Number

Motor

Cutting Capacity (in.)

Cutting Capacity Height (in.)
Blade Size (in.)

Throat Depth (in.)

Blade Length (in.)

Blade Width (Min-Max/ in.)
Table Size (in.)

Table Tilt (deg.)

Table Height at 90 Degrees (in.)
Cutting Speeds Metal (SFPM)
Cutting Speeds Wood (SFPM)
Miter Gauge Groove Wide x Deep (in.)
Under Guide (in.)

Under Guide with Riser Block (in.)
Web Description

Model Number

Brand

Overall Dimensions

Height

Width

Length

Net Weight

VERTICAL BANDSAW 230V 3PH

Value

414504K

1HP, 230/460V, 3Ph, 1725 RP, Prewried 230V
13-1/2

6

3/8 x .025 x 92-1/2

13-1/2

92-1/2

1/8 - 3/4

14 x 14

15° Left, 45° Right

44

39, 57, 78, 107, 142, 196, 278

3300

3/4 x 3/8

6

12

J-8203K 14" VERTICAL BANDSAW 230V 3PH

J-8203K

Jet

20 x 16 x 68

0 inch
0 inch
0 inch
280 pound
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