
Box &  Pan Brakes – BB-4816M / BB-7216M

Specifications subject to change without notice.

Specifications subject to change without notice.

u  48" x 16-gauge  
mild steel capacity

u  Magnetic clamping brake
u  Unlimited box depth
u  Includes multiple finger 

lengths
u  Bending stop included
u  10-piece clamp set
u  220V 1-phase

u  72" x 16-gauge  
mild steel capacity

u  Magnetic clamping brake
u  Easy raise clamp bar
u  Unlimited box depth
u  Includes multiple finger 

lengths
u  Bending stop included
u 7-piece clamp set
u  220V 1-phase

BB-4816M

BB-7216M

 SPECIFICATIONS – BB-4816M
 Length 48" 1219 mm
 Thickness (SS) 16 ga. (20 ga.)
 Bend Angle 0 – 180°
 Clamping Force 6 ton
 Max. Clamping Bar Lift   
     (magnet) Unlimited

 Box Depth Unlimited
 Power Requirements 220V – 1-phase
 Shipping  
 Dimensions (L x W x H) 57" x 44" x 34" 1448 x 1118 x 864 mm

 Shipping Weight 462 lbs. 210 kgs.

 SPECIFICATIONS – BB-7216M
 Length 72" 1220 mm
 Thickness (SS) 16 ga. (20 ga.)
 Bend Angle 0 – 180°
 Clamping Force 6 ton
 Max. Clamping Bar Lift   
     (magnet) Unlimited

 Box Depth Unlimited
 Power Requirements 220V – 1-phase
 Shipping  
 Dimensions (L x W x H) 87" x 44" x 15" 2200 x 1120 x 380 mm

 Shipping Weight 792 lbs. 360 kgs.



Box & Pan Brakes – BB-9616M

Specifications subject to change without notice.

u  96" x 16-gauge  
mild steel capacity

u  Magnetic clamping brake
u  Easy raise clamp bar
u  Unlimited box depth
u  Includes multiple finger 

lengths
u  Bending stop included
u  220V 1-phase

 SPECIFICATIONS – BB-9616M
 Length 96" 1220 mm
 Thickness (SS) 16 ga. (20 ga.)
 Bend Angle 0 – 180°
 Clamping Force 6 ton
 Max. Clamping Bar Lift   
     (magnet) Unlimited

 Box Depth Unlimited
 Power Requirements 220V – Single
 Shipping  
 Dimensions (L x W x H) 106" x 44" x 15" 2700 x 1120 x 380 mm

 Shipping Weight 924 lbs. 420 kgs.


