
Manually powered
Initial pinch with hardened rolls
3 wire grooves (.513", .407", .335")
3" diameter rolls
Shown with optional floor stand

SR-5016M
Slip Roll

50" Length, 16 GA-MS

Initial pinch with hardened rolls
Scaled linear back roll
3 wire grooves (.513", .407", .335")
Operator controlled by remote foot pedals
3" diameter rolls
Manually adjusted back roll
220V, single-phase, 60 Hz

SR-5016
Slip Roll

50" Length, 16 GA-MS

SPECIFICATIONS
Forming Width 50"
Capacity (Mild Steel) 16 ga
Upper Roll Diameter 3"
Minimum Forming Diameter 4.5"
Wire Grooves Yes
Gear Ratio 3:1
Stand Optional
Power Requirement Manual
Shipping Dimensions (L / W / H) 65" / 16" / 20"
Shipping Weight 528 Lbs

Specifications subject to change without notice.

SPECIFICATIONS
Forming Width 50"
Capacity (Mild Steel) 16 ga
Upper Roll Diameter 3"
Minimum Forming Diameter 4.5"
Wire Grooves Yes
Roll Speed 16 rpm
Stand Yes
Motor 1 HP
Power Requirement 220V / Single-phase
Shipping Dimensions (L / W / H) 67" / 26" / 46"
Shipping Weight 770 Lbs

Specifications subject to change without notice.
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